
S T A N D A R D  F E A T U R E S
• EC exhaust fan with dimmable LED lights

• Airflow adjustment, occupancy monitoring

• Humidity tracking, altitude correction

• Wall switch included

• No sones

• Five-year factory warranty

Fan Specifications Motor Specifications
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Submittal Sheet

Serenity™ Solo
Auto Sensing Everything Bathroom Fan 
with a Single Grille
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Project:                                                                                                       Submitted:                                                                                         
Customer:                                                                                                    Approved:                                                                                   
Location:                                                                                                                                                                                                          

Dimensions are in inches.

A B C D E F G H I J K L

4 (102) 10 3/8 (264) 13 1/8 (333) 1 5/8 (41) 7 3/16 (183) 5 13/16 (148) 4 (102) 5 5/16 (134) 9 9/16 (243) 9 3/8 (238) 9 3/8 (238) 1 (25)
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Performance Specification

The performance charts below indicate the 
maximum delivered airflow with the supplied 
grilles and fittings in place.

Proper duct design and installation is important 
for achieving adequate airflow performance.
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System Curve: (1) Grille, ductwork excluded
Continuous Default: 20 cfm Total, Total Power: 3.1 W
Occupancy Default: 50 cfm Total, Total Power: 5.2 W
Humidity Default: 60 cfm Total, Total Power: 6.4 W
MAX: Max Airflow 135 cfm, Total Power: 33.1 W
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